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+ In order to connect the computer with a USBE device con-

w
OPERATING INSTRUCTIONS ncted totho USB senver, tho con Sear (sovaro |~
.Networking USB Server”) has to be clicked and the net- = =
work is searched for available USB servers. -
: You can create a connection between the connected — e T
USB2.0 Server Version 06/09 USB device and the computer by clicking ,Connect* (and
o iin, 975764 @ a connected USB device is disconnected by clicking
IM-=N0. ,Disconnect* and becomes available for other computers
: in the network).
Prescribed use Then the device is available as usual in Windows, .g. an —
The product is used for the connection of a USB device (e.g. an USB hard disk or a USB print- additional drive letter is allocated automatically by e
er ) to a 10/100MBit network. Windows for a USB hard disc or a USB stick (if neces-
This product complies with the applicable National and European requirements. Al sary, the hardware needs to be detected beforehand).
hames of companies and products' are the rademarks of the respective owner. All rights Please note: Connect a USB device to the USB server first. Otherwise, the device
reserved. is not shown after clicking ,Search®.

If you do not have a DHCP server activated (e.g. available in almost every
router), the software may fail to find the USB server (connect the USB device

Contents first, e.g. a USB stick, see abovel).

+ USB server In this case, your computer has to be set to IP address 169.254.10.1. Then the USB
» Power supply unit server can be searched by means of the software. The computer has (as long as
+ Network cable no DHCP server is working in the network) the preset fixed IP address
» CD with software and extensive English manual (in PDF-format) 169.254.10.10.

* Operating instructions By right-clicking on the USB server recognised by the software you can select the

option ,View device webpage®. There, the IP address of the USB server has to be
changed under ,Network" in order for it match to your network (e.g. 192.168.1.x).

Safety instructions Please observe that every IP address is only to be assigned one time in the whole
Please read all the instructions before using this device, they include o g
important information on its comect operation. The warranty will be void in After configuration of the USB server, your computer can be set back to the origi-
the event of damage caused by failure to observe these safety instructions! nal IP address.

We do not assume any liability for any consequential damage!

Nor do we assume any liability for material and personal damage caused by
improper use or non-compliance with the safety instructions! The warranty
will be void in such cases.

The unauthorised conversion andf/or modification of the product is inadmissible
because of safety and approval reasons (CE). | s e NETWORK

use SeERVER

The design of the power supply unit complies with safety class Il. As for the voltage
source, only a standard power socket (230V~, 50Hz) connected to the public grid
may be used.

The product should only be used in dry indoor areas, it must not be exposed to
humidity or wetness. There is a risk of a lethal electric shock!

The device is not a toy. Keep devices that operate on the mains voltage out of the
reach of children! Therefore, be especially careful when children are around. Install
the product so that it cannot be reached by children.

Do not carelessly leave the packaging material lying around since it could become
a dangerous plaything for children. To set up a fixed IP address, set the option ,DHCP Setting" to ,Disable® and enter the desired

A : . IP address so that it matches the IP addresses of you network (e.g. if you use fixed IP address-
Handle he product with care; knocks, blows or even a fall fom a low height can g5 i the range 192.168.1.x enter 192.168.1.150 as long as the ,150° s not used).

The ,Subnet-Mask" has to be equal for all devices in the network (Standard for Windows
XP/Vista is usually 255.255.255.0).

Start-up By clicking ,Submit, it is transferred to the USB network adaptor and saved.

+ Connect the round, low-voltage plug of the power supply unit with the relevant jack on the USB
server.

+ Connect the RJ45 connector of the USB server to your network switch or router via a 1:1-con-
nected network cable .

* Insert the power supply unit into a mains socket (230V~/50Hz). The power LED on the USB
server lights up.

Furthermore, the LED ,LINK® next to the network jack should light up and the ,ACT" LED
should blink. This indicates a functioning network connection.

+ Connect an USB device (e.g. an extemnal USB-hard disc) to the USB port at the USB server
and tum it on.

* Insert the CD provided in the appropriate drive on your computer. If the installation program
does not start automatically, open the directory of the CD, e.g. with the Windows File Manager,
and start the installation program manually.

Follow all the software instructions. Windows may need to be restarted after completing the
installation!

Depending on whether you want to connect a printer or another device (e.g. USB hard disc) to
the USB server, you have to install the appropriate software.

+ There should be a new symbol on the desktop, with which the software for the USB server can
be started.

+ Now connect your USB device with the USB connection on the USBE server!
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Connection to a USB device

The provided software has to be installed on every PC that will have access to the
USB device connected to the USB server.

Due to the principle used, only one computer can use the USB device connected to the USB
server. The USB server works similarly, as if the USB device was connected directly to the PC.

If another user wants to have access to the device, select the option , Request Remote to dis-
connect” by right-clicking on the USB server in the software.

A system message ,.....has requested that you disconnect. Would you like to disconnect’
appears on the computer presently connected to the USB device. If ,Yes" is clicked and the pres-
ent connection to the USB server is disconnected and the other user can connect to the USB
device connected to the USB server.
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Miscellaneous

Observe the (English) instruction manual on the manufacturer's CD. (PDF format).
To view the file, you need ,Acrobat Reader” which you can download free of charge
at www.adobe.com.

+ Suitable USB devices

The USB server allows the connection and operation of any USB device. Depending on the
USB driver, problems may occur if the USB driver does not require a direct USB connection.

The provided software emulates the direct connection; i.e. there is no difference for most driv-
ers, if the USB device is directly connected to the computer or operated via the USB server.

Due to the multitude of USB devices, we cannot guarantee that every USB device is suitable
for connection to the USB server! In this case, the USB device needs to be connected, as usu-

al, directly to a USB connection of the computer and not to the USB server.
+ Password:
Access to the connected USB device can be safeguarded by a password.

If you forget the password, the USB server can be reset to default settings with the button
RESET", see below.

* Restoring default settings:
The USB server can be reset to default setting as follows:

Press the counter-sunk ,RESET" button e.g. with a toothpick for 10 seconds. Consequently,
the USB server is reset to the default settings; you can release the ,RESET"-button. The USB
server requires up to 30 seconds for a restart.

* Power supply for the external drive

The provided power supply unit has an output current of 2A so that e.g. hard discs without
internal power supply (6.35cm/2.5%) can be operated.

+ Software

The provided software has to be installed on every PC that has access to the USB device at
the USB server.

There can be only one connection at the same time. The simultaneous access of (e.g.) two
computers to the USB device connected to the USB server is not possible.

Maintenance and cleaning

The product does not require any maintenance and should never be disassembled for any rea-
son

Please use a soft, dry, clean cloth for cleaning. Do not use any chemical cleaning agents, they
can discolour the plastic housing and remove the inscription.

Handling

Only to be used indoors in dry rooms. The product must not get damp or wet,
danger of a fatal electric shock!

Never use the product immediately after it has been brought from a cold into a warm
room. The condensation that forms might destroy your unit.

Allow the product to reach room temperature. This may take several hours. Only
then can the transformer be plugged into the mains and the router put into opera-
tion

Ensure that the insulation of the entire product is neither damaged nor destroyed.
The housing must not be opened! Any maintenance or repair work must only be car-
ried out by authorised personnel.

Check the product for damage before each use!

If you detect any damage, do NOT connect the unit to the mains voltage! This pres-
ents a danger to life!

It can be assumed that safe operation is no longer possible if

- the device shows visible damage,

- the device does not operate any longer and

- after being stored under unfavourable conditions for a long period of time or

- it has been subjected to considerable stress in transit

If the product is not to be used for a longer period, unplug the power supply unit.
Bear in mind that a connection to the USB server and the USB device connected to

it is no longer possible.

The following unfavourable conditions are to be avoided when installing or trans-
porting the product:

- Damp or excess air humidity

- Extreme cold or heat

- Dust or flammable gases, fumes or solvents

- Strong vibrations

- Strong magnetic fields, such as in the proximity of machines or loudspeakers

When setting up the product, ensure that the cables are neither bent nor squeezed.

Electronic devices are recyclable waste and must not be disposed of in the house-
hold waste!

When disposing of an unserviceable product, do so in keeping with the relevant
statutory regulations.

Technical data
a) USB server
USB connection s JSB1.112.0, for one USB device
Network: ...... cerssenssnnsnnenss 1 0/100MDbit (RJ45 socket)
Configuration s Vi iNtENal web interface
IP address e AUtOMatically via DHCP, otherwise 169.254.10.10,
Subnet-Mask 255.255.255.0
(default settings of the manufacturer)
Password: .. ........:an be set via intemal web interface
(no password activated in the default settings!)
b) Power supply unit
Operating voltage: ..........covsserersrssrsnsesss 100-240V~, 50/60HZ
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